EXHIBIT C

MEADOW LAKES HOMEOWNERS ASSOCIATION
DESIGN GUIDELINES

(Revised August 1, 2006)

The following standards have been developed and promulgated by the Declarant in
accordance with Article IX, Section 9.2.1.2 of the Declaration and are applicable to all new
construction and all modifications or improvements. These Design Guidelines are not part
of the Declaration and can be amended by the Declarant or the Association without a vote
of the Owners. -

There is no requirement that these Guidelines be recorded or rerecorded if amended or
modified. Each Builder and Owner is cautioned to request the most current version of the
Guidelines prior to undertaking any improvement. The most current version shall be on
file with the Declarant and/or the Association.

GENERAL GUIDELINES APPLICABLE TO ALL LOTS

House Placement and Yard Grading. Dwelling Units shall conform to existing
grade and drainage patterns. Each Owner and/or Builder shall endeavor to retain as much of the
natural woods as is practical. Builders shall be responsible to regrade the Lot to conform the
drainage plan approved for the subdivision.

The following guidelines shall be used in determining placement with respect to style and
elevations:

a. There must be a minimum of a two different homes separating like models on the
same side of the street. Optional items, such as full porches and pediment front
foyers, may be used to establish the differences.

Color Schemes. All dwellings shall be in conformance with the original color
scheme as promulgated by the Developer. The following guidelines shall be followed when
determining color scheme with respect to location.

a. In any group of five dwellings on the same side of a street, at least three siding
colors must be used. Never use the same color on two consecutive dwellings.

b. On any cross-street intersection, at least two siding colors must be used.
< Dwellings directly across the street from one another should have different siding
colors.
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Dwelling Type. No building shall be erected, altered, placed or be permitted to remain
on any Lot other than one single-family dwelling and a garage for at least two cars. A single-
family dwelling shall meet the following requirements:

a. A one story dwelling structure, the living area being the first floor space only,
constructed with or without a basement and a space between the first floor ceiling
and the roof of inadequate heights to permit its use as a dwelling place.

b. A story and a half or “Cape Cod” dwelling structure, the living area of which is
on two levels connected by a stairway and constructed with or without a
basement. The upper level is constructed within the gable portion of the roof.
Window penetrations are made by use of dormers.

¢ A two-story dwelling structure, the living area of which is on two levels
connected by a stairway, constructed with or without a basement. (Revised 8/1/06)

Dwelling Unit Size. Dwelling Units must be at least 1200 square feet for a one
story type dwelling, 1200 square feet for a one and one-half and two-story dwellings. Square
footage for other types of dwellings (quad Levels, tri-levels and bi-levels, if permitted) shall be
determined by the Declarant upon plan review. Declarant reserved the right to make minor
variances if, in its sole opinion, the intent of the section is maintained.

Roof. The roof and gables of each Dwelling unit shall be no less than 6 - 12
pitch. Porch and patio roofs may be 3.5 - 12 pitch. All shingles shall be of a uniform color.

Garages. A minimum two car garage is required. Detached garages of any size
are not permitted.
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